W7 Water Dispenser

QS Advanced Water

Advanced Technology:

" Innovative Design & Technology

«Temperature-indicating lights for

accurate dispensing of hot and cold water
«Modern design aesthetic

«Extra large dispense area

__«.Capacitive sensor activation

" Advanced Hygiene Features
«In-tank LED UV technology
+Recessed dispense nozzle

-Stainless steel reservoirs

" Reliable & Dependable Components
-New quick-change filters
N -Fast, effective leak stop technology
-Scratch resistant panels
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sensor activation
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*When used with Wel[sys

Technical Specifications:

Dimensions
50" (H) x 11.8" (W) x 17.8" (D)

: Dispense area height
v 12.25"

Weight
60 lbs

Filtration options
» Reverse osmosis or 4-stage UF-filtration

Storage capacity

Cold tank: 1.6 gal
: Hot tank: 0.7 gal

Rated Voltage / Frequency
110V/60Hz

Dispensing method

Capacitive touch sensor

Temperature Options:
COLD HOT
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Purification Process

Reduces particles Reduces chlorine,
suck as dirt, silt, rust, chemicals, and
and pipe residue. pestisides.

Contact us today

Advanced Water
www.drinkadvancedwater.com
(800) 258-1972
info@drinkadvancedwater.com
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Reverse Osmosis Mineral Add-Back Post-carbon
Membrane Filter Filter
%) Water Out

ASEEEERY
777777777 1114444/ —>

§p QP

Reduces dissolved Adds minerals, Final polishing
solids, pharmceuticals, electrolytes, and filter ensures
and metals. enhances alkalinity. great taste.

Tested and certified

NRTL .
(o} @ us
Certified by IAPMO in accordance with ANSI/NSF 372 for lead

free products and certified by IAPMO R&T in accordance with
UL 399 and CSA 22.2 for electrical safety.

U.S. Pat. No. 11,814,279



